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PREFACE
This report was prepared by Dr. Daniel E. Lawson, Research Physical Scientist, Edward

F. Chacho Jr., Research Civil Engineer, Bruce E. Brockett, Physical Science Technician, all
of the Geological Sciences Branch, Research Division; James L. Wuebben, Research Hy-
draulic Engineer, Ice Engineering Research Branch, Experimental Engineering Division;
Charles M. Collins, Research Physical Scientist, Geological Sciences Branch, Research Divi-
sion; Dr. Steven A. Arcone, Research Geophysicist, and Allan J. Delaney, Physical Science
Technician, Snow and Ice Branch, both of the Research Division, U.S. Army Cold Regions
Research and Engineering Laboratory. The funding for this research was provided by the
Office of the Chief of Engineers under Civil Works Work Units CWIS 31722, Geomorphic
Factors Affecting Sediment Transport and Deposition in Northern Rivers, and CWIS 31568,
Erosion Potential of Inland Shorelines and Embankments in Regions Subject to Freezing
and Thawing.

A primary intent of the field work described in this report was to evaluate techniques for
examining the winter regime of an ice-covered river under extreme cold. This would then
serve as guidance for future work of this type, as well as for modifying or developing equip-
ment to better meet the needs of research or the general collection of river data during the
winter. The field work also initiated data collection on sediment transport, hydraulics and
morphology of an ice-covered river.

- The authors thank SGT Charles Newhouse for his assistance in the field, Stephen Perkins
for computer programming used in reduction and plotting of data, and Patricia Butler for
analyzing sediment concentrations of the ice and water. They also thank Dr. George Ashton,
Michael Ferrick and Edward Foltyn of CRREL for their critical review of this report.

The contents of this report are not to be used for advertising or promotional purposes. Ci-
tation of brand names does not constitute an official endorsement or approval of the use of
such commercial products.
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Morphology, Hydraulics and Sediment Transport
of an Ice-Covered River

Field Techniques and Initial Data
,.

D.E. LAWSON, E.F. CHACHO, JR., B.E. BROCKETT,
J.L. WUEBBEN, C.M. COLLINS, S.A. ARCONE AND A.J. DELANEY

INTRODUCTION underside of the ice cover progressively changes
during winter. A reduction in velocity and bed

An ice cover can significantly alter the charac- shear stress results in a decrease in both the sus-
teristics and morphological processes of rivers in pended sediment load and bedload (Tywoniuk and
cold regions. Hydraulic and sediment transport Fowler 1972, Sayre and Song 1979).
processes under ice cover conditions, for example, Systematic, quantitative field studies of ice-
are more complex than open channel conditions covered rivers, including examination of their
and not well understood (Michel 1971, Ashton morphology, sediment transport and hydraulics,
J980). Certain changes in river flow from the sum- are lacking. The few published field studies of
mer to winter regime have been identified mainly river behavior in winter (e.g., Michel 1971) have in
by theoretical and laboratory analyses. These an- general examined only certain physical character-
alyses have indicated that an ice cover generally in- istics, such as ice cover thickness, frazil ice distri-
creases the normal flow depth and decreases the bution and bed configuration or, less often, hy-
average flow velocity as the result of the increased draulic parameters. The U.S. Geological Survey
resistance of the upper, solid ice boundary (Larsen and foreign and domestic government agencies
1969, 1973; Uzuner 1975; Shen and Hardin 1978; have sporadically, but not routinely, monitored

. Sayre and Song 1979). The resistance or hydraulic flow and discharge in selected rivers during win-
roughness of the ice cover varies over time, with ter, but the basic research on ice-covered river be-

5'. the underside being smoother during its formation havior has not been done.
and growth, but becoming rippled (Carey 1966, There are perhaps several reasons why such sys-
1967; Larsen 1969) as ambient air temperatures tematic field studies and basic data are lacki'g:
rise, heat transfer through the ice is reduced, and the general logistical problems inherent to work-
water at temperatures above freezing melts the ing on an ice cover during low temperatures, a
base of the ice cover (Ashton 1971, 1972; Ashton lack of suitable methods and sampling equipment
and Kennedy 1972). The hydraulic roughness at- for use in winter, or perhaps an underlying as-
tains its maximum value when the bottom of the sumption that sediment and water discharge are
ice cover is modified during spring breakup, or severely reduced during the ice-covered period and
when large deposits of frazil ice accumulate there, therefore of less interest than during the open
In addition, formation of ice floe jams during water period. In general, air temperatures below
freezep can produce a very rough bottom config- 00 C coupled with river water near 0°C can lead to
uration. rapid icing and freezeup of equipment, thus mak-

Similarly, an ice cover modifies the velocity and ing it difficult to obtain measurements or samples
shear stress distributions, although the precise repetitively. The accuracy of measurements may
form of these distributions remains in question also be in doubt, particularly since standard
(Shen and Hardin 1978, Sayre and Song 1979, Lau equipment used during summer months nas not
and Krishnappen 1981). For the same discharge, been tested adequately under subfreezing condi-
shear stress at the bed is, in general, less under the tions to define its limitations.

winter regime than under the summer regime. The In this report, we discuss the initial results of a
configuration and thus the hydraulic roughness of field study of the morphology, hydraulics and sed-
the bed may also vary as the ice cover forms and iment transport of the ice-covered Tanana River in
grows, and as the hydraulic roughness of the central Alaska. In addition, we discuss in some de-
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tail the methods and equipment used to overcome This study was conducted in late February and
the basic logistical problems associated with work- March 1984 on the Tanana River near Fairbanks,
ing in the extreme cold. Alaska (Fig. 1). We chose the Tanana River be-

cause an extensive data set exists on river morph-
ology and hydraulics during the summer season.

-. STUDY OBJECTIVES AND FIELD LOCALE These data constitute one of the largest data sets
-.. 'j, available on an alluvial gravel-bed river and were

compiled or measured for the Tanana River Moni-
Our objectives in this initial study were: 1) to es- toring and Research Program (Neill et al. 1984).

tablish the field methods for analyzing flow and Cross sections established during this program
sediment transport beneath an ice cover, 2) to were also reasonably accessible for the winter
evaluate the instruments and equipment used for work. In addition, the winter climate of Fairbanks
sampling, and 3) to obtain initial data on the phys- could provide extremely low, subfreezing temner-
ical characteristics and hydraulics of a river with atures and a thick ice cover for testing and evalu-
an ice cover. ating methodology and sampling gear.
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Figure 1. Location of the study reach on the Tanana River
near Fairbanks, Alaska.
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Figure 2. Aerial photograph of the Tanana River near its confluence with the Chena River in late sumner
of 1983. Detailed measurements and sampling were done from 22 February to 5 March on cross section X4. Geo-
physical surveys were made along cross sections X4 and X6. Morphological characteristics of cross sections X6 and
X4 were also measured on 30 March.

STUDY SITE discharge but nearly bankfull conditions during
spring flooding and during the peak period of

The specific reach investigated for this study is a summer runoff from glaciers and mountain snow-
well-defined bend in the Tanana River near its packs. (The Tanana River near Fairbanks, Alas-
confluence with the (hena River (Fig. 2). Channel ka, is described in detail by Neill et al. 119841.)

patterns within this section of the riser might best The physical and hydraulic parameters were
be described as transitional between braided and measured in detail along a pre\,iously established

. meandering (Neill et al. 1984), with the outermost cross section (X4) located just downstream of the
banks of the aclise channel eshibiting a meander- mouth of the Chena River (Fig. 2). In previous
ing pattern within a wide active floodplain (Fig. years, periodic summer and sporadic winter mea-
2). Flow within this actie floodplain is character- surements were made on this cross section (Neill et
ized by a braided pattern during periods of lo%, al. 1984, Chacho et al., in press). Physical param-

4', , +"' ". ', , , ,', ." - , '' . >, . k., .... '' ,'- . ... . - -( ,,-. .,. , :,-". - "." ")
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eters were also remotely monitored along cross Vehicles
section X4 as well as along another previously es- Because of the location of this study, vehicles
tablished cross section (X6) located just upstream were used to tow equipment and supplies to and
of the confluence, and at specified distances up or from the site daily and to position it along the
downstream of cross section X4 (Fig. 2). Cross transect under investigation. A Bombardier
section X6 was also measured to determine ground tracked vehicle towed the equipment train, which
truth for the geophysical measurements. consisted of a cirill rig and a tent mounted on a

metal frame with skis (Fig. 3). In our work, the
Bombardier was helpful in packing the snow be-

EQUIPMENT neath its tracks, providing paths for moving sleds
by snowmobile, for walking between access holes

The equipment used in this study is available along the transect and for using the geophysical
through commercial or governmental sources; we instruments. Two snowmobiles towed sleds carry-
hope that this will ensure that anyone wishing to ing a portable generator (Fig. 4), delicate instru-
follow procedures discussed in this report can ments and additional personnel.
readily obtain duplicate sampling and drilling
equipment.

F-igure 3. Bombardier tracked vehicle towing drill and tent mounted on -
metal fraine with skis. Equipment and supplies were also carried on the Bonlhar-
dier and the platforrm of the drill.
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Figure 4. Snowmobiles transported personnel and to wed sleds carrying deli-

cate instruments and the generator.

5. Drilling equipment
We used a rotary drill (Fig. 5) developed at

CRREL for augering and core sampling perma-

frost (Brockett and Lawson 1985) to obtain undis-
turbed core samples of the ice cover, and to auger
access holes through it. The CRREL drill is trailer-
mounted and can be towed off-road on either skis
or all-terrain tires. This drill is a modified version
of the General Dig-R-Mobile Model 550 (Fig. 5).
(Modifications are described in detail by Brockett
and Lawson [19851). The unmodified Dig-R-
Mobile, with adapters fabricated for use of an ice

auger and a CRREL ice-coring auger, would also
be suitable for the : , cover work. The CRREL
drill was initially _.cted because it could provide
control for augering multiple holes next to one an-
other, and sufficient power to cut any debris-rich
ice that might be encountered.

We used the 7.6-mm (3-in.) diameter CRREL
ice-coring auger, with tungsten carbide cutters

* (Ueda et al. 1975), to obtain the continuous cores
of the ice cover (Fig. 6). Core samples from this
ice-coring auger are essentially undisturbed and
can be used for both physical and chemical analy-

i ~ ~ses. ,.

A 356-mm (14-in.) diameter, double flight auger
designed by Dr. Malcolm Mellor of CRREIL (Fig.

7) was used to cut access holes. This auger was Figure 5. Portable drill augering an access hole in

also equipped with tungsten carbide cutters and the ice cover.
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Figure 8. Electromagnetic current meter, manufactured by Marsh McBir-
ney, Inc.; used for measuring magnitude and direction of flow.

44

Figure 9. U.S. Geological Survey ice vane current meter; it measures the ve-
locity magnitude, but not direction.
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Figure 10. Freeze-resistant suspended sediment sampler attached to section-
al aluminum rod vith Hartwell pin. Plastic sample bottle is I L in volume.

760- by 760-mm2 orifice and uses standard mono-
filament polyester sampling bags with a 250-atm
mesh (ASTM 7-60-250) (Fig. 11). It was manufac-
tured by GBC, Inc., of Denver, Colorado.

An adaptor was fabricated for attaching the
suspended sediment sampler, bedload sampler and
EM current meter to 1-m-long sections of light-
weight aluminum rod. Sections of rod were held
together by Hartwell pins (Fig. 12). Pressure-sensi-
tive measuring tape that is waterproof and shrink
resistant was glued to each section of rod, and
each section was sequentially numbered for mea-
suring sampling depths.

We sampled bed material with a Wildco-Peter-
son grab dredge (Fig. 13). This sampler is normal-
ly suspended by cable and released for free fall to
the river bed; once it penetrates the bottom, the
sampler is slowly pulled up from the bed, which

• " " allows the jaws to close and sample a 0.09-m2 area
of the river bed. Its heaviness (39 kg) and dimen- ,p'

sions permit sampling of gravel beds.

Geophysical equipment
We used two electromagnetic methods of geo-

physical exploration to profile the Tanana River.
Each method uses the transmission of radio waves

Figure /1. Hand-held version of Helley-Smith between fixed transmit and receive antennas to de-
type bedload sampler with standard sampling bag fine geologic detail to depths of about 10 m. Thetypebedoad amper ith tanardsampingbag first technique, known as magnetic induction, uses
attached. Rear of bag has been modified by removing
stitching and securing it with a metal clip. steady state, single frequency radio waves. The

8
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Figure 12. Lightweight aluminum rod in i-rn-long sections connected by
Hart well pins. Pressure-sensitive tape was used for depth measurements.

Figure 13. W4ildco-Peterson grab dredge for bottom sampling . Sampler was
emptied int metal pan after heing pulle from bed. 
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Figure 14. Magnetic induction
instrument (Geonics EM-31) River Bed
for measuring ground resistivi-
ty. The transmitting loop T pro- Figure 15. Idealized sketch of the radar antenna set-
duces a primary magnetic field Hp up and ray paths of some potential propagation
that int, uces eddy currents Je with- paths on an ice-covered river. Antennas are towed in
in the ground. J. then produces a tandem across the ice surface.
secondary magnetic field Hs,
which is received out of phase with
Hp at the receiver R. The quadra-
turephase component of Hs/H p is with a loop to loop separation of 3.66 m. In its
calibrated in mhos/m of conduc- normal position, the loops are oriented horizon-
tivity. tally (axis vertical) and they are fixed in a coplanar

position. The instrument was held about I m
above the ice surface, which results in about a

second technique, radar, uses short pulses of radio 12076 decrease in conductivity values from what
waves. Magnetic induction discriminates geologic would be obtained on the ground surface. The ap-
features by seeking changes in ground conductiv- proximate depth to which conductivity informa-
ity through changes in the induced magnetic field. tion can be obtained in this mode is 7 m.
Radar seeks changes in dielectric properties The subsurface radar system was manufactured
through echo times. by the Xadar Corporation and is similar to other

Resistivity profiling (magnetic induction) de- commercially available systems. It has been shown
rives ground conductivity from the amount of useful for profiling ice depth and bathymetry of
magnetic field coupling between two loop anten- lakes and rivers (Annan and Davis 1977, Kovacs
nas located slightly above the earth's surface (Fig. 1978, Arcone et al. 1982). This ground-based im-
14). One loop, the transmitter antenna, generates pulse radar employs separate transmit and receive
a primary magnetic field of fixed frequency that antennas that were towed in tandem over the ice
couples directly with the receiver loop, but also in- surface (Fig. 15). The antennas are specially de-
duces electrical currents (sometimes referred to as signed dipoles that were horizontally polarized
"eddy" currents) within the ground. These cur- perpendicular to the profile direction and were
rents then generate a secondary magnetic field that separated 1.5 m. The transmit antenna radiates
also couples with the receiver loop. The primary pulses of 10-20 ns duration at a repetition rate of
and secondary coupling depend on loop orienta- 50 kHz. Several thousand of the pulses are then
tion and separation, but the secondary coupling regularly sampled to convert the echoes into a
depends on ground conductivity as well. The ratio lower frequency facsimile for graphic representa-
of secondary to primary coupling is calibrated tion. Our system outputs eight scans per second,
against conductivity for an assumed homogeneous with each scan covering any one of several ranges
earth, but interpretation schemes are available for between 50 and 2000 ns. A time range of 500 ns
discriminating layer parameters. Additional infor- was found adequate for profiles of the river tran-
mation on theory and calibration is presented by sects. Time and amplitude of the return are plot-
Arcon et al. (1979). ted and graphically display an apparent profile of

The instrument that we used for magnetic in- the subsurface interfaces (Fig. 16).
duction or resistivity profiling was the EM-31 The horizontal axis of the radar graphic record
m ,nufactured by Geonics Ltd.. of Toronto, Can- is calibrated to antenna position by event markers
ada (Fig. 14). The instrument operates at 39.2 kHz artificially recorded during the survey. The ver-
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Distance tion to separate from the water bottom reflection.
The value d = 26 cm or roughly 1 ft is about the
minimum discernible depth for this study.

I0
Shelter and icing control

Standard kerosene-fueled shop heaters of
20 50,000 Btu (53x106 J) and 100,000 Btu (106x

'101) were used to control icing of equipment and

30- > warm up engines before starting. The 100,000-Btu
unit was used for rapid thawing of items that
would not readily be damaged by excessive heat.

40 The smaller 50,000-Btu unit was used for the more
heat sensitive items as well as for drying gloves
and warming hands. Electrical power for the heat-

50 ers and other electrical equipment such as the cur-
0. b. rent meter was supplied by a portable, 4-kW,

120-V, single-phase electric generator manufac-
Figure 16. Idealized radar pulse returns (a) and an tured by Power Guard. It has a 23-A output at
equivalent graphic display (b), should these re- 1800 rpm and is powered by a Briggs and Stratton
turns remain constant with distance. 4-cycle engine of 8 hp (6000 W). The unit weighs

63.5 kg.

tical axis is echo return time in nanoseconds and An insulated tent (2.5 by 3 by 2 m high), manu-
represents the round trip from antenna to target factured by Weatherport, was assembled atop a
and back. Interpreting a record means converting specially fabricated metal framework with skis
echo time into distance, a procedure that requires (see cover illustration). The dimensions, portabil-
knowledge of radio wave velocity in the materials ity and light weight were particularly suitable for
being investigated. Radio wave velocity in air is 30 this project, allowing it to be easily towed behind
cm/ns, in ice it is about 16.7 cm/ns, and in cold the Bombardier and located over each access hole
water near 00 C, it is about 3.3 cm/ns. Since frazil for sampling. The tent was heated to prevent icing
ice is a combination of ice and water, its radio of sampling equipment.
wave velocity can cover almost 4507o of the range
of velocity available for electromagnetic waves Surveying equipment
and can cause substantial difficulty in interpreta- The ice surface and water level elevations along
tion. Our pulse spectrum was centered near 130 the transect were surveyed using a self-leveling
MHz, which is fairly well out of the dispersive level and a collapsible fiberglass rod. Hole dis-
range for water near 00 C and precluded the possi- tances from benchmarks located on the northern
bility of pulse waveform distortion, bank were measured using a 100-m metal tape.

A single pulse wavelet emitted during the
Tanana River survey lasted approximately two cy- Miscellaneous equipment
cles or 16 ns. We can therefore calculate the mini- Other pieces of equipment included a calibrated
mum detectable water depth for a given ice thick- thermistor and portable Kiethley meter for mea-
ness. Such a calculation is necessary because the suring water temperature, and a portable YSI me-
leading edge of the river bottom echo may overlap ter for measuring water conductivity and salinity.
with the trailing edge of the ice bottom echo and We also used a frazil ice sampler developed for
thus produce a radar record falsely indicating no frazil deposits beneath sea ice (Rand 1982) in an
open water beneath the ice cover. Referring to Fig- attempt to obtain undisturbed samples of frazil
ure 15, we assume rays refract nearly vertically in- ice.
to the water because of the large contrast in veloc-
ity between ice and water. If the depth of the water
is d, then the travel time in the water t,, is FIELD TECHNIQUES AND METHODOLOGY

= 2d/V, (I) In this section, we describe how the program
was actually conducted urder field conditions, in-

where Vw is the velocity in the water. This delay cluding the logistics of movement, drilling and
must be about 16 ns to allow the ice bottom reflec- sampling techniques, and any limitations or prob-
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lems with the sampling scheme or equipment that each evening for easy startup on the typically cold
were identified during field work. mornings. Our operation, however, is designed

To be as efficient as possible and effectively use for work on ice without the daily tear-down,
available personnel, field procedures were de- where this can be done. In that case, maintaining a
signed around the concept of a work train. All ma- portable infrared heater and propane supply for
jor pieces of equipment and the tent were towed daily warming up of the generator would be suffi-
on-site, in the order of their use, from hole to cient.
hole. Personnel worked on either drilling and cor-
ing the ice cover, or measuring and sampling Drilling procedures
through each access hole. Although six people Once on site, the drill was set up over surveyed
were often available, the entire operation v , positions along the transect while the sampling
most effectively conducted using five. Two worked tent and sampling gear were located at the prey;-
on drilling and related activities; three worked on ously drilled access hole (see cover illustration).
sampling and related activities. Geophysical We set the generator about 30 m away to minimize
monitoring was conducted separately after the the noise. The drill, tent and gear were moved in
cross-section measurements were completed. tandem as each new access hole was drilled and

sampling through the previous hole was complet-
Logistics ed. Holes were spaced along the transect at a 10-m 4,

Because of security reasons, all equipment and interval.
supplies were moved to and from the site daily and On very cold days, below about -18 'C, it was
stored at a location about 3.2 km from the field customary practice to warm up the drill motor
site. This required about 1 , hours daily for setup with the kerosene heaters, and subsequently the
and breakdown. Equipment was loaded onto sleds tent and equipment before work began.
and the Bombardier, and the drill and tent were Following warmup, the snow was removed
towed behind the Bombardier (Fig. 3). Field per- from the hole site and drilling begun. Each site
sonnel traveled on snow machines towing sleds was first cored continuously using the CRREL ice-
containing sampling gear and the generator (Fig. coring auger. This core was then logged and stored
4). Several key pieces of gear, such as the snow frozen in plastic tubing for laboratory analyses of
machines and heaters, were stored in a warm place its debris content, grain size and other characteris-

-'S

Figure 17. A typical undisturbed core of the ice cover obtained with the
CRREL ice-coring auger, with plastic tubing and other items for packaging
core for cold storage.
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Figure 18. Access hole produced by augering four 14-in. (35.6-cm) diameter
holes side-by-side in a cloverleaf pattern. Frazil ice of various types and water
fill the hole just below the top of the ice cover.

tics (Fig. 17). We did not encounter any problems cutting of the ice that near the base of three of the
in coring the ice cover, four holes resulted in a lip of ice that had to be re-

Next, the access hole was augered. Because of moved with an ice chisel. We found that the best
the dimensions of the bed material sampler, we procedure was to drill each hole, in succession, to
had to auger four holes side-by-side in a cloverleaf within several centimetres of the base of the ice
pattern to produce a hole with dimensions of cover, and then complete them in succession.
about 60 cm 2 (Fig. 18). Our other samplers could These problems could be eliminated by using a
have been used with only two holes augered side- single auger of about 60-cm diameter.
by-side. The average time to cut a single hole was
about 10 minutes, so cutting the four holes re- Data collection
quired about 40 minutes. Before measurements could be taken, any drill

The rate of penetration by the auger varied, de- cuttings or frazil ice that filled the hole had to be
pending upon the amount of congealed frazil slush removed. This ice was scooped from the hole us-
that was encountered. Cutting rates were rapid ing a skimmer (Fig. 19a); however, in the large
where columnar black ice was encountered, typi- holes, the process of clearing was too slow. Holes
cally %,here open water underlay the ice cover, of 3-mm diameter were therefore drilled through a
Very slow rates were caused by thick layers of por- coal shovel to produce a much larger version of
ous, wet, congealed frazil ice or slush that oc- the skimmer (Fig. 19b). At locations with cur-
curred within the lowermost part of the ice cover, rents, frazil in transport often continually moved
Stagnant water and frazil deposits were typically into the access hole and had to be removed be-
located beneath the ice at these locations. Frozen tween each sampling. At locations where frazil de-
slush adhered to the auger flights and cutters, es- posits extended below the ice cover, access holes
sentially stopping its advance through the ice (Fig. could not be cleared.
7). After measuring ice thickness, water depth and

In addition, some difficulties resulted from lo- water level relative to the ice cover height, current
cating the four holes next to each other. Once a velocity was measured. The magnitude and direc-
single hole was cut and water rose into the hole, tion of the current velocity were determined with
centering and then maintaining the location of the the electromagnetic (EM) current meter, begin-
auger was often difficult. Typically, incomplete ning at 15 cm above the bed and then at each suc-
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a. Commercially available skimmer used for ice fishing.

'I

b. A more efficient skimmer-a coal shovel with holes drilled through it.

Figure 19. "Skimmers" for removing frazil ice from access holes.

cessive 30-cm interval. Meter readouts were ob- stagnant frazil ice deposits without flow, while

served for between 20 and 60 seconds to account clearly delineating the movement of water at the

for natural variability in the flow and the range base of such deposits.
and average velocity were recorded. We found no Velocities measured with the ice vane meter
significant problems with use of this current meter were compared to EM meter readings in selected
and found it useful in delineating the locations of holes. Standard procedure for this instrument was
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followed, with a 45-second interval typically used and then closed before it is pulled from beneath
for counts. Measurements by the EM and ice vane the ice or frazil to the surface. In this way, only
meters were comparable at the higher velocities those sections of the water column below the ice
but differed significantly at low velocities (below cover would be sampled.
=; 0.3 m/s). Since the USGS recommends not us- Bedload was sampled next, the sampler being
ing this current meter at low velocities and since lowered and raised on the sectioned rod with its -

the EM meter was found accurate during calibra- orifice facing downstream, and then positioned
tion at these velocities, we assume the EM meter with the orifice upstream and parallel with the

readings to be correct. We do not, however, have river bed. The sampler was held in this position
any comparative calibration tests of each instru- for 30 seconds, pulled vertically upward away
ment. from the bed about 30 cm and then tilted back, in

Although the EM meter measured velocities order to limit the amount of frazil or other materi-
when moving frazil ice was present, we are not cer- al that might enter the sample bag during ascent.
tain of its accuracy because frazil particles hitting Nonetheless, when thick frazil deposits were pres- .""

the probe can produce readouts of an apparent ent below the ice cover, it still entered the bag. Be-
velocity. Similarly. in partly consolidated and ap- cause fine- to coarse-grained sand is present within

parently porous frazil ice deposits, measurements, the frazil ice, this may introduce an error in the
suggested water movement through the porous bedload calculations, One modifi,:ation that
media but, again, because of boundary effects, would solve this problem might be the addition of
these values are probably not accurate. Some flow a spring-mounted, messenger activated trapdoor.
within the frazil bodies probably takes place, and This door would be opened at tile bed and then
a possible method to measure this flow would be shut after sampling was completed before the sam-
to insert the I-M sensor in a section of plast, well pier is pulled away from the bed. This modifica-
screen within the frazil deposit I his would climi tion would require testing to define what changes
nate contact of the sensor and ice particles, while mas alter the sampler's hydraulic efficiency, so
not obstructing water flow that winter data would be comparable to data

Sampling the suspended sediment load tolloised gathered using a standard sampler during sum-
the velocity measurements .\tter rnoni tihe ieg .

sampler on the sectioned iod, we lowered it I , ttic -\rn additional requirement found necessary in
river bed and raised it ito the hot i l" the c (tic field was the reuse of the bcdload sampler
co\,er at a constant rate Normalls,. inc ,! It,, hags )eiahiig and reattaching the bags is time
descents and ascents were needed to till ,he I I omisurring arid, when cold, sers difficult. Instead,
bottle to about two thirds tull in water dep!th .' Ac tIon nd Ihat hN remos tig the seam at the down-
about 3.0 m. Sampling within the heated tciii pc -ireartn (hton, iden) ot the hag arid sealing it with
vented problems with trCeC/icp of it hrr tic .ill, A rcintisahle clamp ig I11), we could wash t he
pier's nozzle or ient hole ,-nnrc .amplc out ot the hag into a cloth sample

The suspended sediment sampler did riot oht.iii, h.1g \, c useL c;oth sample bags to allow the excess
a representative sample in slow moiting tra/il aid to drain through them and it) minimize loss

frazil deposits because of clogging of ite io/ilc ot sample while tr inrg to wash it out of the bag
with frazil particles. Holes with stagnant itc to( tic thiough the ampler's oriftice We found the seams
bed were not sampled for suspended ,edirent, of the oag arid its attachment with the metal frame
while those with frazil deposits to a limited depth poorhs designed for extraction of the sample bv
beneath the ice cover were sampled onlrs below tiic washing, howeser. becauIse the', trapped sand that
deposit. would riot be remosed I he warm environment of

It is also clear that use of the standard depth the tent kept the mesh of the bag free of ice for re- -

integrating sampler is not 2ompletely appropriate pe!tise use.
for through-the-ice measurements. 1 he reason is Bed material was the last sediment sample talen
that raising and lowering the sampler through the because this sampling disturbs the water column -""

water within the access hole, which at locations on arid bed configuration. I he Peterson dredge was . .
the Tanana River exceded 1.2 m in depth, or suspended from a hand-held rope, alter it was -

through the water-saturated frazil ice deposits, in- slowhI lowered to just below ihe ice coser. The
troduces an error by sampling this water. A sam- rope was then released and the dredge allowed to ,

pier is therefore needed that can be opened just free fall to the bed. Impact with the bed releases a
below the ice cover or base of the frazil deposits, latch clamp that allows the clam shell to close as it
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Figure 20. Sled-mounted tripod with portable winch. Tripod can be postioned
over access hole and various samplers raised or lowered w ih the winch cable.

is pulled away from the bed. After pulling it back Similarly, a standard bedload sampler or point-
to the surface, we opened it over a large metal pan integrating suspended sampler could be raised and
(Fig. 13). The sample was then washed from the lowered with the cable and winch. The large diam-
pan into a cloth bag. eter of the hole and the slipperyness of the ice or

In practice, two to three drops of the dredge snow cover, once wet, make the use of a hand-line
might be required because of the coarse composi- a bit perilous and thus for safety reasons, a tripod
tion of the bed. Gravel-size particles can become system is recommended. 4-
wedged between the jaws, allowing finer material Once the sampling and measurements were
to be washed from the sample as it is raised. In completed, we covered the hole with a sheet of
such cases we attempted to sample a different part plywood. This procedure is highly recommended
of the bed in each drop by repositioning the sam- since the 60-cm hole is large enough for a person
pier beneath the hole. Also, wherever stagnant to fall through. Usually by the next morning, an
frazil ice extended some depth below the ice cover, ice cover had formed that would support the

4the sampler did not close properly because the weight of a person and the plywood could be
drag exerted on the sampler as it fell through the removed.
frazil was suffcient to release the latch clamp and
allow it to close before its impact with the bed. Geophysical analyses
This was especially a problem in water of 2.4 m or Geophysical profiling was conducted indepen-
less depth. Similarly, the bed material could not be dently of the down-hole data collection. The ap-
sampled with the dredge when frazil deposits ex- parent resistivity meter can be run by one person,
tended to the hed. while the subsurface radar unit requires two peo-

After using this heavy sampler by hand, we ple. In both cases, standard procedures as outlined
recommend that a sled-mounted tripod with a by the manufacturers were followed.
portable winch (Fig. 20) be used to lower and raise The apparent resistivity meter is fairly straight-
this or any other heavy sampler. Its use would forward to use. After calibration to the conductiv-

*make it easier to position' the sampler over the hole ity of' the river water, transects were established
center, to lower it beneath the ice for release, and and marked at a 2-in interval. Cross section X4
particularly to retrieve it after it is full. The tripod w.as examincd fi:-st, followed by transects located
sled could be towed behind the sampling tent and tip or downstream of its location, including cross
readily positioned over the hole whenever needed. ,ection X6. Measurements wsere made at 2-in inter-%
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vals and recorded for full interpretation in the of- quired, a second tent with a complete floor and in-
fice. frared heater would be necessary. All equipment

Trends in conductivity values from the EM-31 should be organized and securely stored to prevent
4 can, however, be identified while conducting the accidental loss down the access hole. The tent does

survey. These trends indicate the presence of open cause one sampling problem. The rod sections
water or frazil ice deposits beneath the ice cover, have to be assembled and broken down as a sam-
Identifying these locations would be useful, for pier is used; for the suspended sediment sampler,
example, when drill holes were needed only where in particular, this requires a well coordinated
open water areas were to be sampled. We found team.
no problems with this technique and believe it to 3. Electrical source. There are several advan-
be very useful for rapidly identifying the basic dis- tages to having electrical power on site. In our
tribution of open water and frazil ice deposits be- case, it was required for operating the drill winch
neath an ice cover. and kerosene heaters. It was also needed for run-

The subsurface radar unit continuously profiles ning the EM current meter because the low ambi-
each transect as it is towed over the ice surface. ent temperatures (< -20'C) could rapidly reduce
The graphic record that is produced must then be battery power below the minimum required to
interpreted in the office after comparison to de- operate the instrument. Similarly, if complete
tailed physical measurements. Morey (1974), An- sample processing and analytical chemistry abilit\
nan and Davis (1976), and Arcone et al. (1982) de- is desired, electricity would be required. Further,
scribe data interpretation in more detail, we also found that without power for the heaters,

it was very difficult to pull start gasoline powered
Experiences summary engines (drill and generator) below about -20C.

This field study has identified certain limita- It equipment is left on-site overnight, rather than
tions on sampling equipment that affect the accu- removed daily as was required for our work, a
racy of data, as well as techniques or methods that small portable generator could be carried by hand
appear to work adequately on ice-covered rivers to the site daily in order to start a portable heater
for obtaining data systematically, yet effectively, which, in turn, could warm up the larger genera-

e under conditions of extreme cold. tor.
There are several critical elements of the field We identified several pieces of sampling gear

program: and instrumentation that require design modifica-
I. Heat. In order to be able to repetitively and tion. In particular:

systematically sample under extremely cold condi- 1. Remote control of the opening and closing of
tions, portable heat sources are essential. These the nozzle on the depth-integrating suspended sed-
heat sources are needed for startup of mechanical iment sampler is needed to allow selective sam-
equipment, for thawing and drying sampling and pling of only the open water areas beneath the ice
analytical equipment, and for personal safety. cover. A point integrating sampler could be used if
Without a heat source, rapid ice formation would more detailed data are required.
quickly immobilize samplers, tools and analytical 2. Remote control doors on the bedload sampler
instruments. At a minimum a 100,000-Btu (106 x are needed to prevent infilling of the sample bag
101 J) heater is recommended for rapid thawing with frazil ice. The bag configuration and closure
and drying of equipment not affected by intense should be redesigned for rapid and complete re-
heat. moval of the sediment sample. The external sup-

2. Insulated tent on skis. An insulated shelter is port rod on the bag needs to be modified or ex-
essential to repetitive and systematic sampling cluded.
under extremely cold conditions. Personnel as well 3. The bed material sampler needs to be recon-
as equipment function better under dry, warm sidered, particularly for use where thick frazil ice
conditions when the wind-chill factor is elimi- lies between the ice covcr and river bed. A smaller
nated. We suggest that full zipper door openings sampler would decrease the size needed for the ac-
be used for ease of movement of people and cess hole, although a large volume of sample is
equipment into or out of the tent. A partial floor, still required to ensure that grain size analyses are
shelving and racks with reliable tie downs for representative. A remotely controlled closing
equipment storage in the tent are also important mechanism would also prove useful on this sam-
additions. For an extensive program in which sam- pier.
pie processing and analysis on the river is re-
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We also found that several new pieces of equip- different depths. These properties may affect river
ment are needed, which are not now available: behavior and need to be defined.

1. A sampler is needed for frazil ice in trans-
port. This sampler might be similar in design to a
bedload sampler, which could be suspended in the MORPHOLOGY, TRANSPORT AND

* ,flow and have an orifice door that could be HYDRAULIC DATA
opened and closed remotely.

2. A tripod-mounted winch and cable should be In this section, we present data from the detailed
mounted on a small sled and located over the hole study of cross section X4 and morphological data
center at each site for raising and lowering sedi- from cross section X6, as well as data from the
ment sampling equipment. geophysical measurements. In addition, the winter

- 3. Frazil ice that is stationary beneath the ice 1984 data are compared to similar data gathered in
. cover, whether unconsolidated or partly consoli- previous years.

dated, cannot now be sampled without disturbing
r. _*its structure and distribution. The frazil ice sam- Mid-winter physical characteristics

p ier for sea ice (Rand 1982) did not usually retain The fluvial parameters defined by the detailed
a sample, and when it did, the ice structure was measurements of 28 February-5 March 1984 on
disturbed. Probing through frazil deposits indicat- cross section X4 included ice cover thickness and
ed differences in the character of the frazil ice at elevation, water depth, water temperature, loca-
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Figure 21. Composite cross sections of transect X4 as defined by, mea-
surement-. Ice cover thickness and configuration, river bed profile, and distri-
bution of open flowing water, stagnant deposits of frazil ice and water level are
shown. Nort- ern bank on right. Distance from benchmark on south bank area,
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tion and thickness of stagnant frazil ice, water ve- posed of congealed frazil, formed by freezing of
locity distribution and sediment transport data, frazil slush.
including suspended sediment, bedload and bed Typically, frazil ice deposits were partly consoli-
material samples (Table 1). dated and offered some resistance to penetration

A composite cross section, based upon these ac- by the sampling rod and EM probe. This resis-
cess hole data and surveying of cross section X4 tance was not uniform with depth and suggested a
(Fig. 21), illustrates the overall configuration of layered structure. Characteristics of the frazil
the upper and lower surfaces of the ice cover, the crystals varied within these apparent layers from
profile of the river bed, and the spatial distribu- fine-grained, loose slush composed of individual
tion of open, flowing water and of stagnant de- disks, to individual small round grains, to well-
posits of frazil ice. The average water level is also defined aggregates of variable size and shape. Our
indicated, attempts to sample the frazil ice deposits without

The ice cover surface was fairly rough, appar- disturbing them were fruitless, the frazil ice sam-
ently resulting from jamming of frazil ice floes pier being unable to retrieve any samples without
and pans at this location during ice cover forma- remolding and mixing them in the process of
tion in the fall.* The ice cover was frozen to the sampling. Larger frazil particles also clogged the
bed only adjacent to each bank and its thickness sampling tube.
varied between 0.9 and 1.2 m, except along the The relationship between the ice surface eleva-
north bank where it thinned to about 0.03 m. The tion and the water level elevation is directly related
reason for this thin ice along the north bank is not to the location of the frazil ice deposits. In all
clear. cases (Fig. 21), the ice surface elevation above the

Debris, mostly clay- to sand-size sediment and stagnant frazil deposits exceeded the ice surface el-
minor amounts of organic material, was usually evation above the flowing water. The areas of the
disseminated within the lower 0.6 to 0.9 m of the apparent isostatic anomolies near mid-channel can
ice cover with quantities ranging from 0.3 to 60.5 be attributed to the additional buoyant forces ex-
g/L (mean 9.75 g/L, a = 15.1) in 25 samples from erted on the solid ice cover by the thick, partially
cores at four locations. This ice was typically com- consolidated frazil ice deposits. Preliminary com-
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Figure 22. Representative cumulative curves of the grain
size of bedload and bed material samples of cross section
X4.

Personal communication with D. Dinwoodie of ('RRI.-AK,
1984.
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putations indicate that the increased ice surface el- some areas of high velocity. In locations on the

evation would result if the frazil deposits had a edge of frazil deposits where velocities were less,

density of 60-7007o ice by volume. Density mea- probing and drag sampling suggested that the bed

surements were not made in this study; however, was mostly sand but had pebble-size stones lying

densities of frazil ice deposits have been reported on or partially embedded in it.

in the 50-7007o range (Beltaos and Dean 1981).
Three separate, distinct, open and flowing areas Hydraulic characteristics

of water beneath the ice cover were defined by Velocity, magnitude and direction were mea-

drilling (Fig. 21). Each subice channel was charac- sured at each access hole in which open water was

terized by different current velocities, discharges encountered. Average velocity in the water col-

and sediment transport rates. The subice channels umn ranged from 0 to 1.33 m/s (Table 1), with the

were separated by the deposits of frazil ice that ex- maximum velocities occurring near the center of

tended from the bottom of the ice cover to the each subice channel and decreasing laterally to-

river bed. In addition, a small subice channel sur- ward the frazil deposits (Fig. 23). A significant dif-

rounded by stagnant frazil ice was observed on the ference in the velocity distributions occurred at sta-

south side of the cross section (Fig. 21). tions 347.2-367.2 m where relatively low velocities

Bed material samples ranged in texture from were observed. This was an area in which we also

silty sand to sandy gravel (Fig. 22). The difference observed a thick layer of frazil ice pebbles (de-

in texture among most samples resulted from a scribed in detail later in this report) in transport.

different proportion in the sand-size particle The decreased velocities may be attributed to an

range. Coarsest samples were obtained beneath increase in roughness, as compared to a solid ice
flowing water, as expected, while sandy materials cover, which results from either the grain rough-

were located beneath the stagnant frazil ice depos- ness of the pebbles at rest or their interaction dur-

its (Fig. 21). The exception occurred within the ing transport in this upper, mobile boundary lay-

channel on the north bank, where silty sand mixed er. The average flow direction was relatively uni-

with organic litter covered the bed beneath the form except near the north (right edge) of the two

deepest, but slowest flowing water. The bed was maior subice channels (Fig. 24).

also apparently armored by gravel-size particles in
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I The vertical profiles of velocity and direction of

I  Tonono R. A flow at each access hole show considerable varia-
40 bility over the cross section (Fig. 25). The velocity

profiles ranged from the commonly assumed dou-
ble logarithmic distribution (e.g., station 397.2 m,

-, Fig. 25) to a very flat vertical distribution through300 I - most of the water column (e.g., station 417.2 m,
Fig. 25). The measured profiles indicate no dis-

Ea gl CY tinct lateral pattern to the vertical velocity distri-

Co butions, although there is generally a trend toward
00' " x4 .. I a logarithmic distribution in the north (right) sub-

C3 Iice channel and generally a flat distribution in the

Cheno R south (left) subice channel. Because of the appar-
00 ent variability of velocity distributions, the com-

putation of boundary roughness parameters and
C shear stress based on profile analysis (i.e., Larsen

1969, Calkins et al. 1982) has been postponed until
multiple cross-section surveys and water surface100 200 300 400

Distonce () slopes can be attained
Calculations of the cross-section area and the

Figure 24. Plan view of Tanana River with di- velocity distribution within partitioned sections of
rection of flow measured on X4 illustrated by each subice channel (Table 1) indicate that the dis-
vectors for average velocity, charge was not evenly distributed among the three
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Figure 25. Vertical velocity distribution in access holes (distance in metres
from southern bank). Solid line for magnitude; dashed line for direction,
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Figure 25 (cont'd).

primary channels. The maximum velocity and dis- tion was observed at station 357 m where a rela-
charge was in the central channel between stations tively low velocity was measured.
397 and 377 m (Fig. 23). Total discharge calcu- The grain size of this material typically ranged
lated at cross section X4 was 139 m'/s during the from silt to a very fine sand (Table 1), the maxi-
sampling period of 28 February-5 March 1984. mum size being the same as the finest material

sampled in the bedload. The clarity of the water
Sediment transport and this similarity in grain size suggest that the

The total sediment load during the mid-winter sediment is probably transported mainly near the
sampling period of 28 February-5 March 1984 was bed and not throughout the entire water colpmn.
1469 Mg/day of which 83% (1213 Mg/day) oc- Bedload transport was observed only in the two
curred as suspended load and 17% (256 Mg/day) central subice channels beneath the ice cover
as bedload (Table 1). As with the hydraulic pa- where, contrary to the hydraulic and suspended
rameters, the sediment transport parameters also sediment parameters, the total rates were nearly
differed within each subice channel. Locations the same in each channel (56-44%, Table 1). The
with frazil ice deposits were assumed to carry no bedload material typically ranged in size from
sediment load. sand to sandy gravel (Table 1). In the north central

The suspended sediment load (Fig. 26) closely channel (station 347-397 m), the rate of transport
followed the velocity distribution within each and the size of the transported material (Fig. 27)
subice channel. The distribution of the suspended were well correlated. In the south central channel
sediment concentration followed a similar pattern, (station 247-287 m), the material size and trans-
with the exception that the maximum concentra- port rate were not well correlated; in fact, a very
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maximum bedload rate measured on the entire load in the total sediment load undergoes a sea-
cross section (64.4 M1g'Cday, Table 1, Fig. 27). sonal change. During summer, suspended load is

Both suspended and bedload transport rates are about 100 times as large as bedload in this reach of
similar in range to the transport rates measured hs the river (Burrows and H-arrold 1983, H-arrold and

% the U.S. Gecological Surse,, during winter 1981I oil Burros~s 1983). In contrast, the winter data indi-
cross section,, locaiL..' lust dossnstrearn of' cross, Cate that the suspended load is 2-30 times as large

stream at (loose Island (1 able 2, Hig. 1) (Biirrosss ed load or "clearing"' of' the w~ater column has
and Harold 1981). been generalk noted (e.g., ()sterkarnp !975) but
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Table 2. Comparison of winter sediment transport data on the Tanana River near
Fairbanks, Alaska.

a. Suspended sediment

Percent
* Discharge Concentration Sediment less tha,

Site Date (cm) (mg/L) (Mg/day) 0.062 mm

Byers Island (USGS) 3 Mar 81 156.03 72 970 52
5 Mar 81 156.03 152 2050 77

II Mar81 159.14 127 1740 55

17 Mar 81 159.14 65 893 41

25 Mar 81 161.12 119 1660 65

Upper end Goose Island 6 Mar 81 156.03 47 633 41
(USGS) 24 Mar 81 161.12 51 709 51

Cross section X4 28 Feb84 138.75 101 1213 -

(CRREL)

b. Bedload

Unit Sediten! Wedian A veraye
Discharge rate load sIze size

Site Date (cm) (kg r m _) s) (g'dav) (rm) m)

Upper end Goose Island 6 Mar 81 IS6.03 0.03650 337 0.39 3.16
(USGS) 24 Mar 81 161.12 O.X)252 23.3 0.40 .91

Cross section X4 28 Feb 84 138.75 0.0227 256 0.37 275
- ~~. (CRREL)___

the reason for this reduction has not yet been fully surements are available for verification). In addi-
, explained. Glaciers provide a portion of the water tion, deposits were reduced in thickness by solidi-

and sediment transported by the Tanana River, re- fication of the frazil deposit and ice cover growth.
duced melting and discharge of both water and These changes reduced the area of frazil ice below
sediment from glaciers during fall and winter may the solid ice cover from 51 to 40076 (Table 3).
be the significant factor in this reduction. Other alterations include the disappearance of

the small subice channel previously located in the
Late winter physical southernmost frazil deposit neaw tation 200 m be-
characteristics cause of filling with frazil. In addition, there was

The morphological characteristics of cross sec- no ice cover growth in the flowing subice chan-
(ions X4 and X6 measured on 30 March 1984 in- nels, except near the north bank where an unusu-
cluded ice cover thickness and elevation, water ally thin ice cover was observed on 28 February

-'- depth, and location and thickness of stagnant 1984. The net effect of ice cover growth over the
frazil ice deposits. frazil deposits and maintaining the ice cover over

The two sets of morphological measurements subice channels was a slight reduction (5%) of the
on cross section X4 show that in general the total cross-sectional area beneath the solid ice
changes that have taken place over the course of cover (Table 3).
one month near the end of the winter season are The morphological characteristics of cross sc-

... all related to the frazil ice deposits (Fig. 21). Al- (ion X6 measured on 30 March 1984 arc g nerall-
though the deposits of stagnant frazil ice remained similar to those of cross section X4, with the ex-
in the same general locations, the deposits %crc re- ception of th2 presence of two sand bars betwen .
duced in size in two ways. The central and north stations 410 and 420 m and betw~een 310and 370 ,n
deposits appear to have been scoured b, fios% in (g-it. 29). The ice co,,cr lie, directly upon the bar
the subice channels (no discharge or ,elocitv mena- urfaces. tc.ausw of these bars, the channel bed
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Table 3. Calculated areas for cross sections X4 and X6. V"

Open water 'k

W ater surface A rea below treu below A rea of
elevation solid ice frazil ice frazil ice

Date (i) (mi) (m*) (%) ii) (%)

*Cross section X4
28 Feb 84 126.55 508.6 249.6 49 259.0 51
30 Mar 84 126.61 482.4 290.3 60 192.0 40

Cross section X6

30 Mar 84 126.67 360.4 239.7 67 120.7 33

has more relief than at cross section X4. Excluding termine precisely why the percentage of area of
the bar surfaces, the river bed is relatively flat with open water versus stagnant frazil ice deposits dif-
a maximum relief of less than I m. fers within the short reach of river between the

Four distinct subice channels with flowing water two sites.
were observed, two created by the sand bars, and We can, however, cite two factors that account
the largest two created by a large frazil ice deposit for most of the difference in areas of open water.
(Fig. 28). Frazil ice made up 33% of the total area The first and most important factor is that what
beneath the solid ice cover (Table 3). Although no appears as a deep channel on the right bank of
velocity measurements were made on 30 March cross section X4 (Fig. 21) is actually a scour hole

* 1984, observations on that date indicated that the formed at the confluence of the Chena and Tan-
subice :hanr.els in cross section X6 are character- ana Rivers just upstream of the cross section (Cha-
ized by different velocities and discharges. cho et al., in press). The water velocities in the

A comparison of cross sections X4 and X6 vicinity of the scour hole are very low during the
(Table 3) indicate that the total area below the winter (Table 1), resulting in very little discharge
solid ice cover is 34% larger at X4 and includes within a large proportion of the cross section. Fur-
both more open water and frazil ice. Without ve- ther, the discharge at cross section X4 is larger
locity measurements at both sites, we cannot de- than at X6 because of the additional flow from the
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Chena River. On 30 March 1984, the Chena River the bed profile data measured just prior to freeze-
flow was 8.5 m'/s, while the Tanana River above up and just after breakup (Chacho et al., in press). %

the confluence was 139 m /s.* The bed profile sequences at cross sections X4 and
X6 are compared in Figure 29. These comparisons

Seasonal morphology suggest that seasonal changes in various param-
We examined changes in channel cross-section eters result in seasonal fluctuations in the bed pro-

configuration by comparing the winter data with file. The bed profile beneath the ice cover is

128- x4
4 i.4

126-

8 N40Y 842

* - ."1-" .

,~ J(, ma R,.1

O0Stonce (n,

'\, ", "il 
l

4;
°  

i' ;22 '-¢, 2 ;0 2,4, 28(9 320 5,6u 400 440 480 "

a. Cross section X4.

[F X6

28

Mar'84 18 May'84

122 I I I 1L iL L I i
0 40 80 120 160 200 240 280 320 360 400 440- 480

Distance (m)

b. Cross section X6.

Figure 29. Comparison of bed profiles of cross sections X4 and X6 fromr

1982 to 1984 with the data of this study. Signifwant changes in the river bed al
cross sectiton X4 during the formation and presence of an ice ('over are sugge.sted bV
comparison between the final profile of the open water season (7 October 1983)
wtth the bed profile on 18 Februar v 1984. Aggradatton of the bed and.lorman o oI

the bar at the mouth of the ('hena River took place during eac'h summer, while the
winter bed profile is flatter, with less rehef and lower average profile elevation.
(hanges at cross 5e('tion X6 Jrom summer to winter and during winter with an wce
(over present are similar to those at X4 North hanA on ri ht

Peronal ,communication with t S(S personnel in |-airhank,.
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typically of lower relief and flatter than during cause of the 1.5 m antenna separation. Overlap-
summer months. Average channel elevation is ping this band and extending another 40 to 60 ns
similarly less. The data suggest that decreasing dis- throughout both records are several dark bands ofcharge in fall, coupled with eventual ice cover for- varying shape. These returns represent a direct -

mation, are important variables affecting bed de- ground wave coupling under the ice surface and
gradation. In contrast, rising discharge during and reflections (single and multiple) within the ice
following breakup leads to increased sediment cover. A 1.5-m antenna separation would cause a
transport and aggradation in the study area. The delay of about 9 ns for the leading edge of the di-
precise timing of changes, as well as how much ef- rect ground coupling, about 30 ns to the end of a
fect the ice cover has, is unknown, first ice bottom reflection, and about 45 ns to the

end of a second (multiple) ice bottom reflection,
Geophysical data interpretation assuming a 1.2 m thickness for the ice cover.

The apparent resistivity data and subsurface The radar profile for cross section X4 (Fig. 30b)
radar profiles compare well with ground truth defines the deepest river channel (5.4 m) as being
data from the access hole measurements on cross near the north bank, as was shown on the mea-
sections X4 and X6. sured bed profile (Fig. 30c), while from 75 to 290

Figure 30a shows the conductivity profiles m the river bottom is relatively flat, ranging be-
based upon resistivity profiling along cross section tween 2.2 and 3.1 m. Strong radar reflections
X4. The profile reveals three regions of higher from the bed are seen between 100 and 150 ns in
conductivity that correlate directly with the three areas where there was no frazil ice (70-115 m and
flowing subice channels. The areas of low conduc- 160-210 m). No strong bottom reflection is seen in
tivity separating them are locations where deposits the deep open channel on the north bank, appar-
of frazil ice underlie the ice cover. The conductivi- ently because of diffraction from the complex
ty values for open water have a maximum value of frazil-water deposit. At the side of the channel,
about 4.5 mhos/m between 60 and 100 m, while however, the bottom reflections briefly occur be-
between 160 and 210 m, its value is about 2.8. fore they are diffracted away by the frazil ice. A
These differences correlate with the differences in faint echo at 50 m does appear at about 245 ns but
the texture of the bed sediments, which are more this may be a multiple path reflection from the
conductive or fine-grained near the confluences of sides of the channel and frazil deposit.
the Chena and Tanana Rivers than within the cen- Extensive areas of continuous frazil ice occur
tral channel. Conductivity values between the sub- from 115 to 160 m and 210 to 310 m. These loca-
ice channels are extremely low and reflect the pres- tions correspond well with sections of the radar
ence of consolidated frazil ice deposits. Slight rises profile where distinct bottom reflections are ab-
( - 0.5 mhos/m) are correlated with the presence sent. The small channel within the frazil is not well
of subice channels overlain by frazil deposits. distinguished. The multiple incoherent returns re-

Data for cross section X6 (Fig. 31a) show two corded in the frazil zones result from the complex
strongly conduLtive zones between 160 and 210 m, character of this material.
and between 230 and 270 m, thus locating subice The maximum time delays for bottom reflec-
channels. The conductivity values ( 5.0 mhos/m) tions in the two channels on cross section X4 are
peak higher in these regions than those on crcGs about 133 ns at 90 m and about 104 ns at 190 m.
section X4 and are possibly attributable to differ- The known values of ice thickness at these loca-
ences in bottorr material. A third region between tions coupled with the radar data predict the
130 and 160 m had lower values comparable to depths of the channel bottoms from the ice surface
one of the channels on cross section X4, indicating to be about 2.8 and 2.4 m. These values agree well
flowing water, but possibly significant transport with the known depths of 2.79 and 2.34 m.
of frazil ice al-o. Near the north bank, conductiv- The second radar profile (Fig. 31b), 320 m long,
ity values peaked near 3.5 mhos/m above open was located along cross section X6. Radar data cx
water. hibit strong echoes from the river bed, correlating

Figures 30b and 31b are the radar profiles from with the two distinct subice channels between 130
cross sections X4 and X6 respectively. The very and 205 m and 240 and 275 m on the transect. j

- first returns are two to three dark bands that do Strong, but less distinct, echoes were returned

not change in form or time delay across the entire from the smaller channels near the north bank,
record. They represent direct coupling in the air and where the ice lay on the bars in the riser bed.
bet,,:eri antennas and first arrive at 5 ns delay be-
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Figure 32. Spatial distribution of frazil ice deposits and
open water (subice channels) beneath the ice cover with-
in the study reach. Distribution at cross sections X4 and X6 .

are based upon measured data, while distribution elsewhere is
based upon geophysical data interpreted using comparisons
with ground-truth data on cross sections X4 and X6.

Spatial morphology unique, previously unreported form of frazil ag- -

The ground truth data, the apparent resistivity gregate we have termed a frazil ice pebble (Fig.
profiles and the radar profiles (Fig. 30 and 3t), 33). The dimensions and morphology of the frazil

rsuggest the spatial distribution of the subice chan- ice encountered in transport in the river and in the

rnels and the stagnant frazil ice deposits within this stagnant frazil deposits, excluding the frazil ice
,-reach of the river (Fig. 32). Conductivity profiles pebbles, are similar to those reported in the litera-
/, at 50 m upstream and parallel to X4, and at inter- ture. .

vals along, but perpendicular to, X4 indicated that Frazil ice pebbles are unique in terms of both
the frazil deposits extended longitudinally up- size and shape (Fig. 33). They range from less than H
stream and downstream. These longitudinal de- 5 mm to greater than 150 mm along their longest '
posits, here referred to as frazil bars, appear re- axis. Their shape is reminiscent of water-worn

sponsible for maintaining the distinct hydraulics stream pebbles with smooth surfaces and corners ...

of each subice channel by acting as lateral channel exhibiting rounded edges. They are composed of ' ,
Aall or boundaries for the flowing water. The individual frazil disks and rounded grains, which ""

pattern of subice channels is not straight-they appear to be welded or sintered together (Fig. 34).
appear to meander as well as to converge into Occasionally, several aggregates of frazil particles
s ingle channels where t'razil bars terminate, exhib- may be welded together to form a single frazil peb- ,,'

iting an anastomosing pattern on a larger scale ble. Thin-sections cut from frazil pebbles indicate,-

~...r

(Vig. 32). that the optical c-axes of the frazil disks are not -- ,
aPgned in a preferred orientation (Fig. 35). ,,

F.razil ice characteristics ;razil ice pebbles are found in transport in the
The size and shape of frazil ice, both individual subice channels as well as deposited in the frazil ...-"

disks and aggregates of particles, varied widely bars. Their characteristics Suggest they originate " +

within flowing w.ater and stagnant deposits. Types as partially congealed aggregates that are eroded .
of frazil ice ranged from recently formed small from the stagnant frazil deposits that bound the.,,
disks, flocs and rounded, aged grains, to partly subice channels. As this aggregate is transported ,,x
consolidated slush or aggregates (e.g., Michel by the current, it is rolled or bounced along the I
1971, Osterkamp 1978, Martin 1981), and to a bottom of the ice cover. This further compros,c,
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Figure 34. Closeup showing the individual frazil particles that compose a
frazil pebble. Rounded edges and overall shape of frazil pebbles are reminiscent of
water-worn stream pebbles.
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Figure 35. Thin sections cut through individualfrazil pebbles (under cross polarized light). Individual grains
are not aligned with a preferred orientation. Grain sizes are mostly smaller in pebble (a); thin sections in (b) were cut
perpendicular to one another.

and consolidates the particles, as well as causing pend to a large extent on the velocity of the cur-
thermal and mechanical abrasion and thus round- rent eroding and then transporting the original
ing. This process would maintain clearly identifia- frazil aggregate, while the internal composition

ble frazil disks or other particle shapes while de- will be determined by that of the frazil deposit
veloping the pebble's configuration. The dimen- from which it was eroded.
sions of the individual pebbles will therefore de-
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DISCUSSION AND CONCLUSIONS certain physical characteristics between measured
transects can be defined using apparent resistivity k'

The results of this initial study indicate that ice and subsurface radar profiling after they are corn-
cover is an important factor affecting the flow and pared to the ground truth data measured along a
morphology of the Tanana River. Water flow oc- single transect.
curs within distinct, subice channels separated by
stagnant frazil ice. Each channel has its own trans-
port and hydraulic characteristics. Meandering RECOMMENDATIONS
and possibly anastomosing of these channels is
suggested by our data. Equipment

Our preliminary data also indicate that signifi- Various modifications or fabrications are possi-
cant quantities of sediment are transported as sus- ble to improve data collection and reduce the time
pended sediment and bedload in subice channels. required for sampling, including:
Material in the bedload ranges from sand to sandy 1. A frazil ice sampler for use on partially or
gravel. Bed material shows a similar range in size fully consolidated frazil of differing sizes and
beneath the subice channels, but is typically a fine shapes, and a device for sampling frazil in trans-
to medium sand beneath frazil deposits, and a port.
coarse or pebbly sand near the edge of these de- 2. A modified bedload sampler with seamless
posits. bags and an opening for sample extraction at the

Flow within each subice channel differs in vel- rear (do Nnstream) end, and with trapdoors that
ocity magnitude, but less so in direction. Frazil ice can be opened once on the bed and closed after the
deposits act as lateral boundaries or channel walls sample is taken.
for each subice flow. Velocity decreases laterally 3. A freeze-resistant suspended load sampler
toward these bars as well as within about 0.3 m that can likewise be activated only within open
(20-2507o) of the underside of the ice cover and of water areas beneath the ice cover. %

the river bed. Of the total area of the cross sec- 4. A bed material sampler for gravel-size sedi-
tions, frazil ice deposits occupied between 35 and ment that, once lying on the bed, can be manually
5007o, and thus discharge area was limited to 50 to or automatically activated to pick up the sample.
65076 of the river channel cross section. This feature would eliminate problems with clog-

Comparison of cross-sectional profiles suggests ging and not attaining sufficient fall velocity
that the river bed is generally lower and its relief through thick frazil ice or shallow water. It must
generally less with an ice cover present than with- be capable of obtaining a representative sample of
out it. When this change in configuration occurs is gravel. Dimensions that are smaller than the Pe-
not clear from our data, and thus further analysis terson grab dredge would reduce the size required
of the ice cover effect is needed. Similarly, the for access holes and reduce the time necessary to
control over where frazil deposits accumulate has auger each hole.
not been identified.

A unique form of frazil ice discovered in this Research
study, referred to here as a frazil ice pebble, ap- A program should be undertaken to analyze in
pears to be a thermally or mechanically eroded ag- detail the morphology, hydraulics and sediment
gregate of consolidated frazil particles. They ap- transport of a reach of an ice-covered river
pear to develop their smooth and rounded pebble throughout the winter. Results of the winter ob-
shape during transport in subice channels by roll- servations should then be compared to similar
ing and bounding along the underside of the ice data for the ice-free summer season. This work
cover, should then be extended for a number of reaches

Finally, our study indicates that a reasonably representing a range of river channel morpholo-
systematic and repetitive analysis of the physical gies.
characteristics, hydraulics and sediment transport This research would require establishing multi-
rates of rivers with an ice cover can be undertaken, pie transects at fixed intervals across the particular
but that existing techniques and equipment can be reach of the river. Access holes in the Tanana
improved with certain modifications. Shelter and River spaced at a 10-m interval seems workable
heat sources to thaw and dry equipment and sam- under extreme winter conditions. Measurements
pling gear rapidly are essential to performing these of physical characteristics should be repeated each
analyses during winter. The spatial variability in month of the period when the river is ice-covered,
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perhaps more often if data indicate rapid changes Arcone, S.A., Delaney, A.J. and P.V. Sellmann
or variations in river morphology and hydraulics. (1979) Detection of arctic water supplies with geo-
Based on our experience, down-the-hole sampling physical techniques. USA Cold Regions Research
and measurements average about 1/4 to 2 hour. and Engineering Laboratory, Special Report
The apparent resistivity meter can be used to iden- 79-15.
tify areas of thick frazil deposits or of open water, Arcone, S.A., P.V. Sellmann and A.J. Delaney
and thus the locations where large access holes are (1982) Radar detection of ice wedges in Alaska.
needed for detailed measurements of hydraulics USA Cold Regions Research and Engineering
and sediment transport. Laboratory, CRREL Report 82-43.

Data on ice-covered rivers that are now lacking Ashton, G.D. (1971) The formation of ice ripples
and should be analyzed include I) seasonal and on the underside of river ice covers. Ph.D. Disser-
monthly changes in bed configuration ascribable tation (unpub.). Iowa City: University of Iowa.
to scour or deposition and their relationship to ice Ashton, G.D. (1972) Turbulent heat transfer to

% cover formation and growth, 2) effects of varia- wavy boundaries. In Proceedings, 1972 Heat
tio.s in discharge and water level, 3) factors con- Transfer and Fluid Mechanics Institute, pp. 200-
trolling the distribution of frazil ice deposits and 213. a
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